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PRECAUTIONS 


PRECAUTIONS PFP:00001 


Precautions for Supplemental Restraint System (SRS) “AIR BAG” and “SEAT 
BELT PRE-TENSIONER” ExsooIcy 


The Supplemental Restraint System such as “AIR BAG” and “SEAT BELT PRE-TENSIONER’”, used along 
with a front seat belt, helps to reduce the risk or severity of injury to the driver and front passenger for certain 
types of collision. This system includes seat belt switch inputs and dual stage front air bag modules. The SRS 
system uses the seat belt switches to determine the front air bag deployment, and may only deploy one front 
air bag, depending on the severity of a collision and whether the front occupants are belted or unbelted. 
Information necessary to service the system safely is included in the SRS and SB section of this Service Man- 
ual. 


WARNING: 

e To avoid rendering the SRS inoperative, which could increase the risk of personal injury or death 
in the event of a collision which would result in air bag inflation, all maintenance must be per- 
formed by an authorized NISSAN/INFINITI dealer. 

e Improper maintenance, including incorrect removal and installation of the SRS, can lead to per- 
sonal injury caused by unintentional activation of the system. For removal of Spiral Cable and Air 
Bag Module, see the SRS section. 


e Donot use electrical test equipment on any circuit related to the SRS unless instructed to in this 
Service Manual. SRS wiring harnesses can be identified by yellow and/or orange harnesses or 
harness connectors. 
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PREPARATION PFP:00002 
Commercial Service Tool xsoo90 
Tool name Description 
Power tool Loosening bolts and nuts 
SS, 
SS, 
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AUDIO 
Component Parts Location 











1. Audio unit M43, M44 and M45 2. Front door speaker LH D12, RH 
D112 
4. Tweeter LH M46, RH M47 (viewwith 5. Subwoofer B29 (premium system) 
front pillar garnish removed) [view with luggage side lower fin- 


isher (LH) removed] 


System Description 
BASE SYSTEM 


Refer to Owner's Manual for audio system operating instructions. 
Power is supplied at all times 


e through 20A fuse (No. 27, located in the fuse and fusible link box) 
eto audio unit terminal 19. 

With the ignition switch in the ACC or ON position, power is supplied 
e through 10A fuse (No. 20, located in the fuse and fusible link box) 
eto audio unit terminal 7. 


Ground is supplied through the case of the audio unit. 
Then audio signals are supplied 


e through audio unit terminals 2, 3, 4, 5, 11, 12, 138 and 14 
e  toterminals + and - of front door speaker LH and RH and 
e  toterminals + and - of rear door speaker LH and RH. 


MID LEVEL AND PREMIUM SYSTEM 


Refer to Owner's Manual for audio system operating instructions. 
Power is supplied at all times 


e through 20A fuse (No. 27, located in the fuse and fusible link box) 
eto audio unit terminal 19 and 

e to subwoofer terminal 1 (with premium system). 

With the ignition switch in the ACC or ON position, power is supplied 
e through 10A fuse (No. 20, located in the fuse and fusible link box) 
eto audio unit terminal 7. 


Ground is supplied through the case of the audio unit. 
Ground is also supplied 


eto audio unit terminal 21 (with premium system) 
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3. 


6. 


PFP:28111 


EKSO0I4B 





Rear door speaker LH D207, RH 
D307 


Satellite radio tuner B30 and B31 (if 
equipped) 


EKSOOIAS 
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e through body grounds M57 and M61 and 

e to subwoofer terminal 3 (with premium system) 

e through body grounds B7 and B19. 

Then audio signals are supplied 

through audio unit terminals 2, 3, 4, 5, 11, 12, 13, and 14 
to terminals + and - of front door speaker LH and RH and 
to terminals + and - of tweeter LH and RH and 

to terminals + and - of rear door speaker LH and RH and 
to terminals 2 and 6 of subwoofer (with premium system). 


Steering Wheel Audio Control Switches (with Bluetooth) 


When one of steering wheel audio control switches is pushed, the resistance in steering switch circuit changes 
depending on which button is pushed. 


Satellite Radio Tuner (Pre-wiring) 


The satellite radio tuner pre-wiring allows connection of a satellite radio tuner. 
Power is supplied at all times 


e through 20A fuse (No. 27, located in the fuse and fusible link box) 
eto satellite radio tuner pre-wiring terminal 32. 

With the ignition switch in the ACC or ON position, power is supplied 
e through 10A fuse (No. 20, located in the fuse and fusible link box) 
eto satellite radio tuner pre-wiring terminal 36. 

Then audio signals are supplied 

e through satellite radio tuner pre-wiring terminals 21, 22, 23 and 24 
eto audio unit terminals 41, 42, 43 and 44. 


Satellite Radio Tuner (Factory Installed) 

Power is supplied at all times 

e through 20A fuse (No. 27, located in the fuse and fusible link box) 
eto satellite radio tuner terminal 32. 

With the ignition switch in the ACC or ON position, power is supplied 
e through 10A fuse (No. 20, located in the fuse and fusible link box) 
eto satellite radio tuner terminal 36. 


Ground is supplied through the case of the satellite radio tuner. 
Then audio signals are supplied 


e through satellite radio tuner terminals 21, 22, 23 and 24 
eto audio unit terminals 41, 42, 43 and 44. 
Ground is supplied through the case of the satellite radio tuner. 


SPEED SENSITIVE VOLUME SYSTEM (MID LEVEL AND PREMIUM SYSTEM) 


Volume level of this system goes up and down automatically in proportion to the vehicle speed. The control 
level can be selected by the customer. Refer to Owner's Manual for operating instructions. 
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Schematic 


MID LEVEL SYSTEM 
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MID LEVEL SYSTEM 
AV-AUDIO-02 


IGNITION SWITCH : WITH BLUETOOTH 
ACC OR ON 


BATTERY 


20A 





<PR>: WITH PRE-WIRING FOR 
SATELLITE RADIO TUNER 


<SD>: WITH SATELLITE RADIO TUNER 


SPEED COMBINATION 
OUT a” METER 
R M24 
{fea 2 bel 
BR 


REFER TO “PG-POWER’. 





SB 
a i ‘TO AV-AUDIO-07 
O 2 bs <SD> ‘TO AV-AUDIO-06 > 


BR 






{EB B > ‘TO AV-AUDIO-07 
° > ‘TO AV-AUDIO-06 
LG SB 






BAT ROD SPEED_ 
(BACK UP) ANTENNA SIGNAL 








FR LH 
SP (+) 


SB 
FRONT 
TWEETER 
RH 
M47 
FRONT 
DOOR 
SPEAKER 
RH 
REFER TO THE FOLLOWING. 


- SUPER MULTIPLE 
JUNCTION (SMu) 





[em] (0146), (47) 1 [213 [a] 41 5 | Qo 
[+]-}] BR BR st 7} sf o}rofiifi2] w 
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WHEELS AV-AUDIO-03 
AUDIO 


CONTROL <BB> : WITH BLUETOOTH 
SWITCHES = 


POWER ® MODE 
(PHONE/ | (PHONE/ 
SEND) | END) 

SWITCH | SWITCH 


COMBINATION 
SWITCH 
(SPIRAL 
CABLE) 





ey Ga), GD 
GR BR Ww 
rei ry 
Gay GA 
B le WwW 


LAD_GND _LAD_IN2 LAD_IN1 | BLUETOOTH 


CONTROL 
UNIT 


B121 










LAD_OUT_2 LAD_OUT_1 


AUDIO 
UNIT 


Qs), W44) 


STRG SW B (DOWN) STRGSWA(UP) MUTE SIGNAL 


RR RH RR RH 
SP(-) SP (+) 









STRG SW C (GND) 





REAR DOOR REAR DOOR 


LH RH 





*: THIS CONNECTOR IS NOT SHOWN IN “HARNESS LAYOUT” OF PG SECTION. 
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AV-AUDIO-04 


<PR>: WITH PRE-WIRING FOR 
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<MD : WITH MID LEVEL AUDIO SYSTEM 
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RADIO ANTENNA 


: WITH PREMIUM AUDIO SYSTEM 
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FOR 
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Audio Unit (Base System) Harness Connector Terminal Layout 





Terminals and Reference Value for Audio Unit (Base System) 
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Terminal Ve 
‘ i Condition 
(Wire color) Signal Reference value 
Item input/ — (Approx.) 
+ - output | gnition Operation oe 
switch 
(V) 
; 
2 (W) 3 (BR) | Audio signal frontLH | Output ON Receive audio signal 0 
“1 evems 
SKIB3609E 
(Vv) 
; 
4 (V) 5 (R) Audio signal rear LH Output ON Receive audio signal 0 
“1 evens 
SKIB3609E 
7 (LG) Ground | ACC power supply Input ACC - Battery voltage 
(Vv) 
; 
11 (G) 12 (SB) | Audio signal front RH | Output ON Receive audio signal 0 
“1 evoms 
SKIB3609E 
(Vv) 
' 
13 (LG) 14 (GR) | Audio signal rear RH Output ON Receive audio signal 0 
“1 evoms 
SKIB3609E 
19 (BR) Ground | Battery power supply Input OFF - Battery voltage 
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Audio Unit (Mid Level and Premium System) Harness Connector Terminal Lay- 
out 
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Reference Value for Audio Unit (Mid Level and Premium System) 





EKS00190 





































Tecan) Condition 
(Wire color) ee a Reference value Example of symp- 
iti Approx. tom 
+ = output ae Operation BPPOe) 
Tea 
AuSIB Sound Receive audio EN Nesoundttomn 
2 (W) 3(BR) | signal front Output ON signal AT aA aa aa front door speaker 
LH ms iy LH or tweeter LH. 
Hare EEA 
Ti TTT I 
SKIA0177E 
 EEEREE RE, | No soured tom 
Audio sound TCI : 
4(V) 5(R) | signalrear | Output| oN | Pecelve audio AAT ATA Feat door speaker 
Ly signal "AN Yl ol a LH or subwoofer 
ate we tt tm LH. 
| ret eT TT 
Ti TTT I 
SKIA0177E 
Press Phone/ 
End switch ny 
Press SEEK UP 1.7V ; 
Barts switch ; Steering wheel 
6 (L)*2 Ground epnteal A Input ON audio controls do 
Press VOL UP 3.3V not function 
switch : 
Except for 
above ay 
; Ignition switch System does not 
7 (LG) | Ground ACC signal Input ON ACC or ON Battery voltage work properly. 
» FEE 
Audio sound Receive audio | | (viet GAIT een ton 
11 (G) 12 (SB) | signal front Output ON signal 0 Ltt a front door speaker 
RH Has i RH or tweeter RH. 
4 PRT Wet tt 
Ti TTT | 
SKIA0177E 
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Telia Condition 
(Wire color) ee at Reference value Example of symp- 
iti (Approx.) tom 
+ - output sacs Operation er 
NU sleet elie 
anes TEERECEAH] | Naseer for 
: Receive audio Halt Mt rear door speaker 
WARY 
13 (LG) | 14 (GR) ane rear Output ON sigfial 0 A eH Bh aio sibwaelar 
ate ee RH. 
EO ae 
Cimst$ TT 
SKIA0177E 
Remote Steering wheel 
15 (B)*2 - control Input - - - audio controls do 
ground not function 
Press Phone/ 
Send switch Oy 
Press SEEK f 
Remote DOWN switch 1.7V Steering wheel 
16 (P)*2 | Ground control B Input ON audio controls do 
Press VOL 3.3V not function 
DOWN switch : 
Except for 50V 
above 
Vehicle When vehicle 3 
speed sig- speed is Speed sensitive 
18 (SB) | Ground Input ON volume is inopera- 
nal (8- approx. 40 km/h five 
pulse) (25 MPH) ‘ 
PKIC0643E 
19 (BR) | Ground Paley Input - - Battery voltage subwoolerallnot 
power work properly. 
; ; Wrong EQ will 
21 (B)*2 | Ground oe = ON - oy cwulrinidlevel) cause sub woofer 
tion 12V (with premium) f , 
to be inoperative 
22*1 - Shield - - - - - 
Audio sig- : 
26(R)"1| 24(G) | nal sub- Input | - : Audio signal pi as 
apie work properly. 
Subwoofer i 
ae Ground | amp. ON Output ON - 12V Subwouier il Hot 
(BR)*1 signal work properly. 
Audio unit 
sends power 
27 (O)*2 ~ Avail Output ON signal to Blue- - Mute inoperative 
tooth control 
unit 
(V) 
Audio unit 1 | 
receives audio 
31 ig F ACC/ é Bluetooth can not 
(LG)*2 33 (V)*2 Audio out Output ON signal from 0 be: heard: 
Bluetooth con- 4 
trol unit a= 2ms 
SKIB3609E 
35*2 - Shield - - - - - 
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Jennie! Condition 
(Wire color) i raat Reference value Example of symp- 
iti (Approx.) tom 
+ = output ce Operation mn 
chanel 5 
sound sig- Receive audio | | (CHITIN No sound from 
42 (R) 41 (G) Input ON F EY A satellite radio 
nal from sat- signal eT ee tuner left channel 
ellite radio 4 tt : 
tuner Clims-i TTT 
SKIAO177E 
Audio right 5 9 
channel 1 pte A No sound from 
ig- i i mill | i i 
44(B) | 4aqw) | SOUPSID | Input | oN | Recelve audio | TRAIT TT eqelitoradi 
nal from sat- signal Va yee tt tuner right chan- 
ellite radio 4 Hee nel. 
wMnet Clims- i TTT 
SKIAO177E 
Shield 
45 = ground: 2 = A OV eS 
(audio sig- 
nal) 
Shield 
46 - ground - - - OV - 
(data) 
ae Turn audio unit Sate llis wedi 
48 (B) Ground Input ON 5V tuner does not 
request to ON 
auidio unit operate properly. 
” 
4 Satellite radio 
. 2 ] j - 
49 (L) Ground | Audio RX Input ON Operate audio A tuner audio infor 
volume mation does not 
display properly. 
>=] dms 
SKIA4403E 
(Vv) 
6 
4 Satellite radio 
2 io infor- 
50(Y) | Ground | AudioTX | Output | on | CPerate audio 0 Tne aUGIG Ino 
volume mation does not 
ns display properly. 
SKIA4402E 
“1: With premium system 
*2: With Bluetooth 
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Subwoofer Harness Connector Terminal Layout (Premium Audio System) 
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Terminals and Reference Value for Subwoofer (Premium Audio System) 


EKSOOIAU 






















































































Terminal we 
‘ i Condition 
(Wire color) Signal Reference value 
Item input/ — (Approx.) 
+ - output | ‘gnition Operation at 
switch 
1 (R) Ground | Battery power supply Intput OFF - Battery voltage 
(Vv) 
: 
Audio signal sub- . ah 
2 (O/L) 6 (W/L) Intput ON Receive audio signal 0 
woofer 
“1 evoms 
SKIB3609E 
3 (B) Ground | Ground - ON - OV 
4 (LG) Ground Subwoorer ap ON Input ON - Battery voltage 
signal 
5 - Shield - - - - 
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Satellite Radio Tuner Harness Connector Terminal Layout 





Terminals and Reference Value for Satellite Radio Tuner 
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EKSOOI9R 


LKIAO735E 


EKSOOI9S 












































































































































































































































Terminal Condition 
(Wire color) Signal Voltage 
Item input/ — (Approx.) 
+ - output | !gnition Operation ia 
switch 
(Vv) 
: 
22 (R) 21 (G) | Audio signal LH Output ON Receive audio signal. 0 
“evens 
SKIB3609E 
(Vv) 
: 
24 (B) 23 (W) | Audio signal RH Output ON Receive audio signal. 0 
“1 voms 
SKIB3609E 
25 - Shield - - - - 
AV 
26 - Data ground ON OV 
(V) 
15 
10 
5 
REQ1 Set to the satellite radio 
0 
28 (B) Ground (SAT-AUDIO) Output ON mioGe 
++ 20ms 
SKIB3825E 
(V) 
15 
10 
oe. 5 
Communication signal Set to the satellite radio 
0 
29 (R/L) | Ground (SAT-AUDIO) Output ON node 
> + 20ms 
SKIB3824E 
(V) 
15 
10 
ee 5 
Communication signal Set to the satellite radio 
0 
30 (R/W)|} Ground (AUDIO-SAT) Input ON ni0Ge 
> + 10ms 
SKIB3826E 
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Terminal 





AUDIO 






































(Wire color) Signal wonditien Voltage 
Item input/ — (Approx.) 
+ - output | gnition Operation 
switch 
32 (R) Battery power supply OFF 
—_——— Ground - Battery voltage 
36 (L) ACC power supply Input ACG 
37 = Antenna signal = = = 
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Trouble Diagnosis ExSO0MF 
NOTE: 


The subwoofer (premium system) may be inoperative if the audio unit harness connectors have not been con- 

nected in the proper sequence (when the battery remains connected). The proper sequence is to connect M44 

and M45 first followed by M43 last. If the subwoofer is inoperative, be sure to check this condition. Refer to AV- 

40, "Sound Is Not Heard From Subwoofer (Premium System)" . 

e The majority of the audio malfunctions are the result of outside causes (damaged CD, electromagnetic 
interference, etc.). Check the symptoms below to diagnose the malfunction. 

e The vehicle itself can be a source of noise if noise prevention parts or electrical equipment is malfunction- 
ing. Check if noise is caused and/or changed by engine speed, ignition switch turned to each position, and 
operation of each piece of electrical equipment, and then determine the cause. 








Symptom Check item 
e Audio unit power supply circuit. Refer to AV-24, "Power Supply 
Audio system does not work properly. Circuit Inspection" . 
e Audio unit. Refer to AV-23, "Trouble Diagnosis" . 
No sound can be heard from all speakers. Audio unit. Refer to AV-23, "Trouble Diagnosis" . 





e@ Open or short in audio signal circuit between audio unit and 
front speaker. Refer to AV-32, "Sound Is Not Heard From Front 


Door Speaker (Base System)" or AV-36, "Sound Is Not Heard 
From Front Door Speaker or Tweeter (Mid Level and Premium 
e Front speaker. Refer to AV-32, "Sound Is Not Heard From Front 
Door Speaker (Base System)" or AV-36, "Sound Is Not Heard 
From Front Door Speaker or Tweeter (Mid Level and Premium 
e@ Open or short in audio signal circuit between audio unit and 
rear speaker. Refer to AV-34, "Sound Is Not Heard From Rear 
No sound can be heard from one or several speakers. Door Speaker (Base System)" or AV-38. “Sound Is Not Heard 
From Rear Door Speaker (Mid Level and Premium System)" . 
e Rear speaker. Refer to AV-34, "Sound Is Not Heard From Rear 
Door Speaker (Base System)" or AV-38, "Sound Is Not Heard 
From Rear Door Speaker (Mid Level and Premium System)" . 
e Tweeter (mid level and premium system) AV-36, "Sound Is Not 
Heard From Front Door Speaker or Tweeter (Mid Level and 
Premium System)" or AV-38, "Sound Is Not Heard From Rear 
Door Speaker (Mid Level and Premium System)" . 
@ Subwoofer (premium system). Refer to AV-40, "Sound Is Not 
Heard From Subwoofer (Premium System)" . 


e Audio unit. Refer to AV-24, "Power Supply Circuit Inspection" . 
e Antenna feeder. Refer to AV-48, "AUDIO ANTENNA" . 

No sound can be heard from radio or noise is heard. e Antenna. Refer to AV-48, "AUDIO ANTENNA" . 

e Audio unit. Refer to AV-24, "Power Supply Circuit Inspection" . 















































NOTE: 
Noise resulting from variations in field strength, such as fading noise and multi-path noise, or external noise 


from trains and other sources. It is not a malfunction. 

e Fading noise: This noise occurs because of variations in the field strength in a narrow range due to moun- 
tains or buildings blocking the signal. 

e Multi-path noise: This noise results from the waves sent directly from the broadcast station arriving at the 
antenna at a different time from the waves that reflect off of mountains or buildings. 


Noise Inspection Exs00I9T 


The vehicle itself can be a source of noise if noise prevention parts or electrical equipment is malfunctioning. 
Check if noise is caused and/or changed by engine speed, ignition switch turned to each position, and opera- 
tion of each piece of electrical equipment, and determine the cause. 
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NOTE: 
The source of the noise can be found easily by listening to the noise while removing the fuses of electrical 
components, one by one. 


TYPE OF NOISE AND POSSIBLE CAUSE 


Occurrence condition Possible cause 





A continuous growling noise occurs. The speed of 
the noise varies with changes in the engine speed. 


Occurs only when engine is ON. | A whistling noise occurs while the engine speed is 
high. A booming noise occurs while the engine is | Generator 
running and the lighting switch is ON. 


Ignition components 








A cracking or snapping sound occurs with the 
Noise only occurs when various | operation of various switches. 

electrical components are oper- ; ; 
ating. The noise occurs when various motors are operat- | @ Motor case ground 


ing. e Motor 


Relay malfunction, radio malfunction 











: ; : oe e Rear defogger coil malfunction 
The noise occurs constantly, not just under certain conditions. th ot 
e Open circuit in printed heater 





e Ground wire of body parts. 
A cracking or snapping sound occurs while the vehicle is being driven, especially 


when it is vibrating excessively. e Ground due to improper part installation 





e Wiring connections or a short circuit 


Power Supply Circuit Inspection Exsooisu 
1. CHECK FUSE 


Check that the following fuses of the subwoofer (premium system) and audio unit are not blown. 




















Unit Terminals Signal name Fuse No. 
19 Battery power 27 
Audio unit 
7 Ignition switch ACC or ON 20 
Subwoofer (with premium audio) 1 Ignition switch ACC or ON 27 
OK or NG 


OK >> GO TO 2. 
NG >> If fuse is blown, be sure to eliminate cause of blown fuse before installing new fuse. Refer to PG- 
4, "POWER SUPPLY ROUTING CIRCUIT". 





2. AUDIO UNIT POWER SUPPLY CIRCUIT CHECK 


1. Disconnect audio unit connector. 
2. Check voltage between the audio unit and ground. 


Terminal No. 


DISCONNECT Lys 
Unit (+) OFF ACC ON . €) (i 


(-) 






































Connector | _ Terminal 
19 Grad Battery Battery Battery 
voltage voltage | voltage 
Audio unit M43 5 5 
7 Ground ov attery attery 
voltage | voltage 
OK or NG 
OK >> With premium system, GO TO 3. WKIAS345E 
NG >> @ Check connector housings for disconnected or loose 


terminals. 
e Repair harness or connector. 
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3. SUBWOOFER (PREMIUM SYSTEM) POWER SUPPLY CIRCUIT CHECK 


1. Disconnect subwoofer connector. 
2. Check voltage between subwoofer (premium system) and 





























ground. 
H.S. 
Terminal No. DISCONNECT 
Unit (+) ( OFF ACC ON 
Connector | Terminal 
Sub- B29 1 rans ov Battery | Battery 
woofer voltage | voltage 
OK or NG 
OK >> GO TO 4. WKIA5442E 
NG >> e Check connector housings for disconnected or loose 
terminals. 


e Repair harness or connector. 
4. GROUND CIRCUIT CHECK 


Check continuity between subwoofer (premium system) harness 


connector B29 terminal 3 and ground. 
Continuity should exist. Lome 
OK or NG 
OK >> Inspection End. _ 
NG >> e Check connector housings for disconnected or loose (i 


terminals. 
e Repair harness or connector. 


WKIA5443E 





Satellite Radio Tuner (Factory Installed) Power and Ground Supply Circuit 


Inspection EKS00IoV 
1. CHECK FUSES 


Check that the following fuses are not blown. 

















Unit Terminals Signal name Fuse No. 
Satellite radio tuner (factory 32 Battery power 27 
installed) 36 Ignition switch ACC or ON 20 


OK or NG 


OK >> GO TO 2. 
NG >> If fuse is blown, be sure to eliminate cause of blown fuse before installing new fuse. Refer to PG- 
4,"POWER SUPPLY ROUTING CIRCUIT". 





Revision: June 2006 AV-25 2007 Versa 


AUDIO 


2. POWER SUPPLY CIRCUIT CHECK 


1. Turn ignition switch OFF. 
2. Disconnect satellite radio tuner (factory installed) connector B30. 
3. Check voltage between the satellite radio tuner (factory installed) and ground. 



































Terminal No. 
Unit (+) a OFF ACC ON 

Connector | Terminal 
Satellite 32 Giouad Battery | Battery | Battery 
radio tuner — voltage | voltage | voltage 
(factory Battery | Battery 
installed) 8 round oy voltage | voltage 

OK or NG 
OK >> GO TO 3. WKIA4539E 
NG >> e Check connector housings for disconnected or loose 
terminals. 


e Repair harness or connector. 


3. GROUND CIRCUIT CHECK 
































1. Turn ignition switch OFF. 
2. Inspect satellite radio tuner (factory installed) case ground. 
3. Disconnect satellite radio tuner (factory installed) connector B30 (A) and audio unit connector M45 (B). 
4. Check continuity between satellite radio tuner (factory installed) and audio unit. 
Terminals : 
in) DISCONNECT my 
Satellite radio tuner Audio unit Continuity “A €: 5 ” 
Connector Terminal Connector Terminal 
25 45 
A: B30 B: M45 Yes 
26 46 
wT TMOswNmmMoOMhMUAM)NRN]M]Nl]W]wM.nag a Hee 46 
OK or NG 


OK >> Inspection End. 
NG >> e Check connector housings for disconnected or loose 
terminals. WKIA4540E 


e Repair harness, connector or satellite radio tuner (fac- 
tory installed) case ground. 


Satellite Radio Tuner (Factory Installed) Communication Circuit Inspection  csoow 
1. CHECK HARNESS - 1 





1. Turn ignition switch OFF. 
2. Disconnect satellite radio tuner (factory installed) connector B30 and audio unit connector M45. 


3. Check continuity between satellite radio tuner (factory installed) 
harness connector B30 (A) terminal 28 and audio unit harness 
connector M45 (B) terminal 48 





Continuity should exist. 





4. Check continuity between satellite radio tuner (factory installed) 
harness connector B30 (A) terminal 28 and ground. 





Continuity should not exist. 


OK or NG 


OK >> GO TO 2. WKIA4541E 
NG >> Repair harness or connector. 
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2. CHECK HARNESS - 2 


1. Check continuity between satellite radio tuner (factory installed) 


harness connector B30 (A) terminal 29 and audio unit harness 
connector M45 (B) terminal 49 





Continuity should exist. 





2. Check continuity between satellite radio tuner (factory installed) 
harness connector B30 (A) terminal 29 and ground. 





Continuity should not exist. 


OK or NG 


OK >> GO TO 3. WKIA4542E 
NG >> Repair harness or connector. 


3. CHECK HARNESS - 3 
1. Check continuity between satellite radio tuner (factory installed) 


harness connector B30 (A) terminal 30 and audio unit harness 
connector M45 (B) terminal 50 





Continuity should exist. 





2. Check continuity between satellite radio tuner (factory installed) 
harness connector B30 (A) terminal 30 and ground. 





Continuity should not exist. 


OK or NG 


OK >> GO TO 4. WKIA4543E 
NG >> Repair harness or connector. 





4. CHECK REQ1 SIGNAL 


1. Connect satellite radio tuner (factory installed) connector and audio unit connector. 
2. Turn ignition switch to ACC 


3. Check signal between satellite radio tuner (factory installed) har- 
ness connector B30 terminal 28 and ground with CONSULT-II or 





oscilloscope. 
28 - Ground : Refer to AV-21, "Terminals 
and Reference Value for Sat- 
ellite Radio Tuner" . 
OK or NG 


OK >> GOTO 5. 
NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 





WKIA4544E 


5. CHECK TXD SIGNAL 


Check signal between satellite radio tuner (factory installed) harness 
connector B30 terminal 29 and ground with CONSULT-II or oscillo- 
scope. 


29 - Ground : Refer to AV-21, "Terminals 
and Reference Value for Sat- 
ellite Radio Tuner" . 





OK or NG 


OK >> GO TO 6. 
NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 





WKIA4545E 
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6. CHECK RXD SIGNAL 


Check signal between satellite radio tuner (factory installed) harness 
connector B30 terminal 30 and ground with CONSULT-II or oscillo- 
scope. 





30 - Ground : Refer to AV-21, "Terminals 
and Reference Value for Sat- 
ellite Radio Tuner" . 
OK or NG 
OK >> Replace satellite radio tuner. Refer to AV-44, "SATEL- 
LITE TUNER MODULE" . 
NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 





Mei) 








WKIA4546E 


Satellite Radio Tuner (Factory Installed) Left Channel Audio Signal Circuit 


Inspection 
1. CHECK HARNESS 


1. Turn ignition switch OFF. 


EKSOOI9X 


2. Disconnect satellite radio tuner (factory installed) connector B30 (A) and audio unit connector M45 (B). 
3. Check continuity between satellite radio tuner (factory installed) and audio unit. 

















Terminals 
Satellite radio tuner Audio unit Continuity 
Connector Terminal Connector Terminal 
21 41 
A: B30 B: M45 Yes 
22 42 














4. Check continuity between satellite radio tuner (factory installed) 


and ground. 


Terminals 





Satellite radio tuner Continuity 





Connector Terminal 





21 
22 


A: B30 Ground No 














OK or NG 


OK >> GO TO 2. 
NG >> Repair harness or connector. 


2. CHECK LEFT CHANNEL AUDIO SIGNAL 


1. Connect satellite radio tuner (factory installed) and audio unit. 
2. Turn ignition switch ON. 


3. Check signal between satellite radio tuner (factory installed) 
connector B30 terminals 21 and 22 with CONSULT-II or oscillo- 





scope. 
21-22 : Refer to AV-21, "Terminals 
and Reference Value for Sat- 
ellite Radio Tuner" . 
OK or NG 
OK >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 





NG >> Replace satellite radio tuner. Refer to AV-44, "SATEL- 


LITE TUNER MODULE" . 
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Satellite Radio Tuner (Factory Installed) Right Channel Audio Signal Circuit 


Inspection 
1. CHECK HARNESS 


1. Turn ignition switch OFF. 


EKSOOI9Y 


2. Disconnect satellite radio tuner (factory installed) connector B30 (A) and audio unit connector M45 (B). 


3. Check continuity between satellite radio tuner (factory installed) and audio unit. 





















































Terminals DISCONNECT 77ANy 
Satellite radio tuner Audio unit Continuity “4 €: 3 (lie) 
Connector Terminal Connector Terminal 
23 43 
A: B30 B: M45 Yes 
24 44 
4. Check continuity between satellite radio tuner (factory installed) 
and ground. 
Terminals 
Satellite radio tuner Continuity 
Connector Terminal 
23 
A: B30 Ground No 
24 
OK or NG 


OK >> GO TO 2. 
NG >> Repair harness or connector. 


2. CHECK RIGHT CHANNEL AUDIO SIGNAL 


1. Connect satellite radio tuner (factory installed) and audio unit. 
2. Turn ignition switch ON. 


3. Check signal between satellite radio tuner (factory installed) 


connector B30 terminals 23 and 24 with CONSULT-II or oscillo- 7, a (tn 
scope. HS nN) 


23 - 24 : Refer to AV-21, "Terminals 
and Reference Value for Sat- 
ellite Radio Tuner" . 





OK or NG 


OK >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 
NG >> Replace satellite radio tuner. Refer to AV-44, "“SATEL- 
LITE TUNER MODULE" . 
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Steering Switch Check (With Bluetooth) 


1. CHECK HARNESS 


1. Turn ignition switch OFF. 
2. Disconnect Bluetooth control unit connector and spiral cable connector M30. 


3. Check continuity between Bluetooth control unit (A) connector B121 terminals 12, 14, and 13 and spiral 
cable (B) connector M30 terminals 24, 31, and 32. 


AUDIO 


EKSOOI9Z 
































Terminals DISCONNECT DISCONNECT 77\y— 
: : conmuy | UAE = LIED) 
Connector | Terminal | Connector Terminal 
ee = 
12 24 24 Pat H 
31432 
B121 13 M30 32 Yes ae 
eee 
14 31 





4. Check continuity between Bluetooth control unit and ground. 






































Terminals WKIAS348E 
(+) Continuity 
Connector Terminal © 
12 
Phe 13 Ground No 
14 
OK or NG 
OK >> GO TO 3. 
NG >> Repair harness. 


2. 


CHECK HARNESS 


1. Disconnect audio unit connector. 
2. Check continuity between audio unit (A) connector M43 terminals 6, 15, and 16 and Bluetooth control unit 


(B) connector B121 terminals 17, 19, and 18. 









































Terminals DISCONNECT DISCONNECT 77m 
a a coninuy | UES EDC) 
Connector | Terminal | Connector Terminal 
6 17 
M43 15 B121 19 Yes 
16 18 
OK or NG 
OK >> GO TO 4. 
NG >> Repair harness. — 
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3. SPIRAL CABLE CHECK 


1. Disconnect spiral cable connector M102. 


2. Check continuity between spiral cable terminals. 
16 - 32 
17 - 31 
20 - 24 
OK or NG 


OK >> GO TO 4. 


NG >> Replace spiral cable. Refer to 
Installation" . 


: Continuity should exist. 


SRS-44, "Removal and 





AUDIO 

















DISCONNECT W DISCONNECT ian 
€04 €14 


; Continuity should exist. Spiral cable connector ; 
a ; — Spiral cable connector 
: Continuity should exist. pa | [| — 
[si[s2l_ |_| Comer De 


24, 31, 32 16,17,20 
e—_—— ee” 


WKIA4424E 





4. CHECK STEERING SWITCH RESISTANCE 


Check resistance between spiral cable connector M102 terminals. 



































5 DISCONNECT LN 
Resistance ro (ft 
Terminal Signal name Condition (Q) H.S. 
(Approx.) Steering wheel audio control switches connector 
Seek (down) Depress Seek down switch. 165 
16 17 Phone/Send Depress Phone/Send switch. 0 
Volume (down) | Depress volume down switch. 487 
Seek (up) Depress Seek up switch. 165 
20 17 Phone/End Depress Phone/End switch. 0 
Volume (up) Depress volume up switch. 487 LKIAOIS1E 
OK or NG 


OK >> Inspection End. 
NG >> Replace steering switch. Refer to 
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Sound Is Not Heard From Front Door Speaker (Base System) ExS00IA0 
1. HARNESS CHECK 


1. Disconnect audio unit connector and front door speaker connector (LH or RH). 


2. Check continuity between audio unit connector M43 (A) terminal oaTran s 
and suspect speaker connector (B) terminal. Ae: 




































































Terminals 
A B Continuity 
Connector Terminal Connector Terminal 
2 + 
D12 
3 = 
M43 Yes 
11 + 
D112 
12 
3. Check continuity between audio unit connector M43 terminal 
and ground. 
Terminals 
Audio unit Continuity 
Connector Terminal 
2 
3 
M43 rr Ground No 
WKIA5444E 
12 
OK or NG 


OK >> GO TO 2. 
NG >> e Check connector housings for disconnected or loose terminals. 


e Repair harness or connector. 
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2. FRONT SPEAKER SIGNAL CHECK 
1. Connect audio unit connector and suspect speaker connector. 
2. Turn ignition switch to ACC. 
3. Push “POWER?” switch. 
4. Check the signal between audio unit harness connector termi- 
nals with CONSULT-II or oscilloscope. y ane 
Ae & 
Terminals 
(+) () Condi- Reference 
Con- Termi- Con- Termi- tion signal 
nec- nec- 
nal nal 
tor tor 
2 3 
» EERE 
Receive | 1 IIIT 
M43 M43 audio 0 TTT | 
11 12 signal Ee 
4 LRT Wet tt 
Cimst$ TTT 
SKIA0177E 
OK or NG 
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OK >> Replace speaker. 


NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 


Refer to AV-43, "FRONT DOOR 


SPEAKER" or AV-43, "TWEETER" . 














WKIA5352E 
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Sound Is Not Heard From Rear Door Speaker (Base System) EKSOOIAT 
1. HARNESS CHECK 


1. Disconnect audio unit connector and rear door speaker connector. 


2. Check continuity between audio unit (A) connector terminal and 
rear door speaker (B) connector terminal. 


AEG 


































































































Terminals 
A B Continuity 
Connector Terminal Connector Terminal 
5 
D207 
4 + 
M43 Yes 
14 : 
D307 
13 + 
3. Check continuity between audio unit harness connector terminal 
and ground. 
Terminals 
Audio unit Continuity 
Connector Terminal 
5 
4 
M43 Ground No 
14 
WKIA5353E 
13 
OK or NG 


OK >> GO TO 2. 
NG >> e Check connector housings for disconnected or loose terminals. 


e Repair harness or connector. 
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2. REAR SPEAKER SIGNAL CHECK 




























































1. Connect audio unit connector and rear speaker connector. 
2. Turn ignition switch to ACC. 
3. Push “POWER?” switch. 
4. Check the signal between audio unit harness connector termi- 
nals with CONSULT-II or oscilloscope. y aw Ane 
eee 
Terminals 
(+) (-) Condi- Reference 
Con- | Termi- | Con- | Termi- won signal ATR 
nector nal nector nal 
4 5 
» FEE 
Receive | 7 GI MINT 
M43 M43 audio NY AS 
13 14° | signal a eee 
4 HERP 4 
Cfimst$ TTT 
SKIA0177E 
OK or NG 
OK >> Replace speaker. Refer to AV-43, "REAR DOOR 
SPEAKER". 


NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 








WKIA5354E 
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Sound Is Not Heard From Front Door Speaker or Tweeter (Mid Level and Pre- 
mium System) exsooin2 


1. HARNESS CHECK 


1. Disconnect audio unit connector and front door speaker and tweeter connector (LH or RH). 


Ae: DISCONNECT 


2. Check continuity between audio unit harness connector terminal 
and front door speaker and tweeter harness connector terminal. 

















































































































Terminals 
Audio unit. Speaker or tweeter Continuity 
Connector Terminal Connector Terminal 
2 + 
M46 
3 
11 + 
M47 
12 - 
M43 Yes 
2 + 
D12 
3 
11 i 
D112 
12 
3. Check continuity between audio unit harness connector terminal 
and ground. 
Terminals 
Audio unit Continuity 
Connector Terminal -x«x« 
2 
3 
M43 oF Ground No 
12 
OK or NG 


OK >> GO TO 2. 
NG >> @ Check connector housings for disconnected or loose terminals. 


e Repair harness or connector. 
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2. FRONT SPEAKER SIGNAL CHECK 

























































1. Connect audio unit connector, front door soeaker connector and tweeter connector. 
2. Turn ignition switch to ACC. 
3. Push “POWER?” switch. 
4. Check the signal between audio unit connector terminals with 
CONSULT-II or oscilloscope. y ane 
_ SONS TMorescltoscope | EG 
Terminals 
(+) (-) Condi- Reference 
Con- | Termi- | Con- | Termi- Alon signal FRC 
nector nal nector nal 
2 3 
» FEE Vv 
Receive | 7 (TIMI N 
M51 M51 audio 0 TTT | 
11 12 | signal ee ee 
4 He 4 
Cimst$ TT 
SKIA0177E 1/42 
OK or NG 
OK >> Replace front speaker. Refer to AV-43, "FRONT DOOR 
SPEAKER". 
NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". V 








WKIA5352E 
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Sound Is Not Heard From Rear Door Speaker (Mid Level and Premium System) 


1. HARNESS CHECK 


1. Disconnect audio unit connector and rear door speaker connector. 
2. Check continuity between audio unit harness connector terminal 


and speaker harness connector terminal. 








AEG 



















































































Terminals 
Audio unit Speaker Continuity 
Connector Terminal Connector Terminal 
4 + 
D207 
5 
M43 Yes 
13 + 
D307 
14 
3. Check continuity between audio unit harness connector terminal 
and ground. 
Terminals 
Audio unit Continuity 
Connector Terminal 
4 
5 
M43 Ground No 
13 
14 
OK or NG 


OK >> GO TO 2. 


NG >> e Check connector housings for disconnected or loose terminals. 





e Repair harness or connector. 
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2. REAR SPEAKER SIGNAL CHECK 



























































1. Connect audio unit connector and rear door speaker connector. 
2. Turn ignition switch to ACC. 
3. Push “POWER?” switch. 
4. Check the signal between audio unit harness connector termi- 
nals with CONSULT-II or oscilloscope. y ane 
ey” fps 
Terminals 
(+) (-) Condi- Reference AG 
Con- Termi- Con- Termi- tion signal 
nec- nec- 
nal nal 
tor tor 
5 4 . 
MG 
; y7# Se 
Receive ERMA 
Blas 14 Ma 13 audio a ARMA A 
signal 4 SAG eee 
Cimst$ TT 
SKIA0177E 
OK or NG 
OK >> Replace speaker. Refer to AV-43, "REAR DOOR 
SPEAKER". 


NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 








WKIA5354E 
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Sound Is Not Heard From Subwoofer (Premium System) Exso0IAs 
1. CHECK FUSE 


Check that the following fuse is not blown. 


Unit Terminals Signal name Fuse No. 





Subwoofer 1 Battery power 27 


OK or NG 


OK >> GO TO 2. 
NG >> If fuse is blown, be sure to eliminate cause of blown fuse before installing new fuse. Refer to PG- 
4, "POWER SUPPLY ROUTING CIRCUIT" . 





2. EQ SETTING CHECK 


1. Ensure that subwoofer amp. connector B29 and audio unit harness connectors M43, M44 and M45 are 
securely connected. 
2. Turn the ignition switch to the ACC position. 
3. Press the "AUDIO", "AUX", and "TUNE DOWN" switches simultaneously, the current EQ Setting will be 
displayed. 
Is "Woofer On" displayed? 
YES >>GOTO38. 
NO >> Disconnect all audio unit harness connectors and wait for 2 minutes in order to reset the audio 
unit. Reconnect audio unit connectors M44 and M45 first followed by M43 last. Repeat Steps 1 
through 3 to confirm that "Woofer On" is now displayed. 





ro POWER SUPPLY CIRCUIT CHECK 


1. Turn ignition switch OFF. 
2. Disconnect subwoofer connector. 
3. Check voltage between the subwoofer and ground. 





Terminal No. 




















Unit (+) 0 OFF ACC ON 
Connector Terminal DISCONNECT 
Sub- Battery Battery Battery 
woofer Bey i enue voltage | voltage | voltage 











OK or NG 


OK >> GO TO 4. 
NG >> e Check connector housings for disconnected or loose 
terminals. 


e Repair harness or connector. 


WKIA5445E 


4. GROUND CIRCUIT CHECK 


1. Turn ignition switch OFF. 
2. Check continuity between subwoofer harness connector B29 


terminal 3 and ground. 
HLS. 





Continuity should exist. nave 
OK or NG 
OK >> GOTO 5. ( {tr 
NG >> e Check connector housings for disconnected or loose (oF) 


terminals. 
e Repair harness or connector. 





WKIA5446E 
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5. CHECK SUBWOOFER ON SIGNAL 


1. Turn ignition switch to ACC. 


2. Operate system and check voltage between subwoofer harness 
connector B29 terminal 4 and ground. 


Voltage : Approx. 11.3V 


OK or NG 


OK >> GO TO 6. 
NG >> e Check connector housings for disconnected or loose 
terminals. 


e Repair harness or connector. 


€) 
(Ue) 


WKIA5447E 





6. HARNESS CHECK 


1. Turn ignition switch OFF. 
2. Disconnect audio unit connector and subwoofer connectors. 
3. Check continuity between audio unit harness connector terminal 


DISCONNECT 






























































and subwoofer harness connector terminal. nn) roo 
HLS. 
Terminals 
Audio unit Subwoofer Continuity DA 
Connector Terminal Connector Terminal 
24 6 
M44 B29 Yes 
26 2 
4. Check continuity between audio unit harness connector terminal 
and ground. WKIA5448E 
Terminals 
Audio unit Continuity 
Connector Terminal 
24 
M44 Ground No 
26 
OK or NG 


OK >> GO TO 7. 
NG >> e Check connector housings for disconnected or loose terminals. 


e Repair harness or connector. 
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1. SUBWOOFER SIGNAL CHECK 


1. Connect audio unit connector and subwoofer connector. 
2. Turn ignition switch to ACC. 


3. Check the signal between audio unit harness connector termi- 
nals with CONSULT-II or oscilloscope. 













































Terminals 
(+) () Condi- Reference 
Con- Ter- Con- Ter- tion signal 
nec- : nec- ; 
minal minal 
tor tor 
(bie HabkE vs 
Receive TIC 
M44 26 M44 24 | audio 0 Te TT | 
signal eC ee 
a HP 
| pete tT TT 
SKIA0177E 
OK or NG 


OK >> Replace subwoofer. Refer to AV-47, "SUBWOOFER". 
NG >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 
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Removal and Installation menue 
AUDIO UNIT 


Removal 
1. Remove cluster lid C. Refer to |P-10, "INSTRUMENT PANEL ASSEMBLY" . 


2. Remove the audio unit screws (A), disconnect the connectors 
and remove the audio unit (1). 


3. Remove the audio unit bracket. 














Installation 
Installation is in the reverse order of removal. 


FRONT DOOR SPEAKER 
Removal 
1. Remove the front door finisher. Refer to El-27, "DOOR FINISHER" . 


2. Remove the front door speaker screws (A), disconnect the con- 
nector and remove the front door speaker (1). 





SKIB4728E 


Installation 
Installation is in the reverse order of removal. 


REAR DOOR SPEAKER 
Removal 
1. Remove the rear door finisher. Refer to El-27, "DOOR FINISHER". 


2. Remove the rear door finisher screws (A), disconnect the con- 
nector and remove the rear door speaker (1). 











Installation 

Installation is in the reverse order of removal. 

TWEETER 

Removal 

1. Remove the front pillar garnish. Refer to El-32, "BODY SIDE TRIM". 
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Remove the tweeter screw (A), disconnect the connector and 


2. 
remove the tweeter (1). 





Installation 
Installation is in the reverse order of removal. 


SATELLITE TUNER MODULE 


Mattie, 


IE 
rca 


LKIAO767E 


3. Bracket (lower) 





1. Bracket (upper) 2. Satellite tuner module 
A. Screws B. Connector C. Bolts 
=> Front 
Refer to El-42, "LUGGAGE FLOOR TRIM". 





Removal 
Remove the luggage side lower finisher (LH). 


1. 
Remove the subwoofer. Refer to AV-47, "SUBWOOFER" . 





2. 
3. Remove the satellite module bolts. 
4. Disconnect the connector and remove the satellite tuner module. 
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5. If necessary, remove the upper bracket (2) and the lower 
bracket (1). 





LKIA0768E 


Installation 

Installation is in the reverse order of removal. 
SATELLITE TUNER ANTENNA 

Removal 

1. Lower the headlining. Refer to El-39, "HEADLINING" . 
2. Disconnect the satellite tuner antenna connectors. 


3. Remove the satellite tuner antenna nut and remove the satellite 
tuner antenna from the roof. 








LKIA0679E 


Installation 
Installation is in the reverse order of removal. 
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STEERING WHEEL AUDIO CONTROL SWITCHES 


SEC. 251 





LKIAO769E 


1. | Steering wheel finisher cover 2. Steering wheel 3. Steering wheel audio control 
switches 
A. Screws 
Removal 


1. Remove the driver air bag module. Refer to SRS-41, "DRIVER AIR BAG MODULE" . 
2. Remove the steering wheel. 

3. Remove the steering wheel finisher cover. 

4. Remove the screws and the steering wheel audio control switches. 

Installation 

Installation is in the reverse order of removal. 
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SUBWOOFER 


SEC. 284 





LKIA0770E 
1. Subwoofer A. Subwoofer bolts B. Connector 


Removal 
1. Remove the luggage side lower finisher (LH). Refer to El-42, "LUGGAGE FLOOR TRIM". 
2. Remove the subwoofer bolts. 


3. Disconnect the connector and remove the subwoofer. 
Installation 
Installation is in the reverse order of removal. 
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AUDIO ANTENNA 
Location of Antenna 


ler 


= 


S—— 


1. Roof antenna 2. Roof antenna base 
A. Audio antenna harness connector B. Harness clips 


Removal and Installation of Roof Antenna 
REMOVAL 





PFP:28200 


EKSOOI4K 
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Audio unit 
Roof antenna harness connectors 


EKSOOI4L 


1. Remove the luggage side upper finisher (LH). Refer to El-42, "LUGGAGE FLOOR TRIM". 





2. Remove rear assist grip (LH). Refer to El-39, "HEADLINING" . 





3. Remove three clips of headlining (rear side). Pull down headlining (rear side) and obtain space for work 


between vehicle and headlining. 
4. Disconnect the roof antenna harness connectors. 
Remove nut (A) and clips (B). 
6. Remove the roof antenna. 


oO 


INSTALLATION 
Installation is in the reverse order of removal. 
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TELEPHONE 
Component Parts and Harness Connector Location 


PFP:28342 


EKSOOI9E 

















S (=) () 


I 


a 
TUNE 
FF-REW 

FOLDER 















































1. Audio unit M43, M44 and M45 2. Steering wheel audio control 3. Bluetooth microphone R15 
switches 
4. Bluetooth ON indicator R15 5. Bluetooth control unit B121, 6. Bluetooth antenna 


B122 [view with luggage side 
lower finisher (RH) removed] 


EKSOOI9F 


System Description 
BLUETOOTH® HANDS-FREE PHONE SYSTEM 


Refer to the Owner's Manual for Bluetooth telephone system operating instructions. 


NOTE: 
Cellular telephones must have their wireless connection set up (paired) before using the Bluetooth telephone 


system. 


Bluetooth telephone system allows users who have a Bluetooth cellular telephone to make a wireless connec- 
tion between their cellular telephone and the Bluetooth control unit. Hands-free cellular telephone calls can be 
sent and received. Personal memos can be created using the NISSAN Voice Recognition system. Some Blue- 
tooth cellular telephones may not be recognized by the Bluetooth control unit. When a cellular telephone or 
the Bluetooth control unit is replaced, the telephone must be paired with the Bluetooth control unit. Different 
cellular telephones may have different pairing procedures. Refer to the cellular telephone operating manual. 
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Bluetooth Telephone System Diagram 


STEERING 
WHEEL AUDIO 
CONTROL 
SWITCHES 


MICROPHONE 


BLUETOOTH 
CONTROL 
UNIT 


BLUETOOTH 
ON 
INDICATOR 


Bluetooth Control Unit 


When the ignition switch is turned to ACC or ON, the Bluetooth con- 
trol unit will power up. During power up, the Bluetooth control unit is 
initialized and performs various self checks. Initialization may take 
up to 10 seconds. During this time the Bluetooth ON indicator will 
flash until initialization is complete. If a phone is present in the vehi- 
cle and paired with the Bluetooth control unit, NISSAN Voice Recog- 
nition will then become active and the Bluetooth ON indicator will 
remain on. Bluetooth telephone functions can be turned off using the 
NISSAN Voice Recognition system. 


BCM 


The BCM supplies power for the Bluetooth ON indicator (view with 
glove box removed). 


Steering Wheel Audio Control Switches 


When buttons on the steering wheel audio control switch are 
pushed, the resistance in steering wheel audio control switch circuit 
changes depending on which button is pushed. The Bluetooth con- 
trol module uses this signal to perform various functions while navi- 
gating through the voice recognition system. 

The following functions can be performed using the steering wheel 
audio control switch: 

e Initiate Self Diagnosis of the Bluetooth telephone system 

e Start a voice recognition session 

e Answer and end telephone calls 


e Adjust the volume of calls 
Revision: June 2006 AV-50 
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e Record memos 


Volume Switch 
Call volume can be adjusted using the Audio unit volume switch. 





(mearnre (= ase) 


a) 


a 
TUNE 
F-REW 
LDER 
v 
CH 


RPT 

xz SCRL Sho ‘sho RDM 

——, —'— 
SEEK usu 
TRACK | aupio PWR aux | a 
me mee Lis 
x 

6 

SCAN | ogo woh. ooo faxOw 

CAT é 


WKIA5427E 








Bluetooth Microphone 


The Bluetooth microphone is located in the roof console assembly. 
The Bluetooth microphone sends a signal to the Bluetooth control 
unit. The Bluetooth microphone can be actively tested during self- 
diagnosis. 


WKIA5428E 


Bluetooth ON Indicator 


The Bluetooth ON indicator is located in the overhead console. The 
indicator will flash during power up while the Bluetooth control unit is 
initializing. This process may take up to 10 seconds. If a phone is 
present in the vehicle and paired with the Bluetooth control unit, the 
indicator will remain on to indicate that the system is ready for voice 
commands. The indicator flashes during self-diagnosis. 


WKIA5429E 


Audio Unit 


The audio unit receives signals from the Bluetooth control unit and 
sends audio signals to the speakers. 











WKIA5430E 
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Wiring Diagram — H/PHON — Exs0019G 


AV-H/PHON-01 
IGNITION SWITCH IGNITION SWITCH 







REFER TO “PG-POWER’. 


10A 20A 10A 
SB R L 
T] a 
e OEE 
, SB @ 


BLUETOOTH 


ANTENNA 
R 


BLUETOOTH 
CONTROL 
UNIT 


@izt , G22 





BT- 
ANTENNA 















MIC- 
IN(+) 


MIC- _ MIC- 
IN(-) SHIELD IND1 








@un 
@uv 
@u~ 





MI MIC- MIC-  MIC- LED_1 POWER GND | MICROPHONE 
POWER — OUT (+) OUT(-) GND Rts 


J 
J 


1 {2} 3 [ea] 4 15] 617 | 
8 [9 }roftipr2}is}14}15 16} 
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COMBINATION sane AV-H/PHON-02 
CONTROL 
Sea SWITCHES 
“e (PHONE/ 
@ SWITCH 
| | 
O 


COMBINATION 
SWITCH 
(SPIRAL 
CABLE) 


@s9) v3) 


SPEED_ 
SIGNAL 





LADDER_ LADDER_ 


BLUETOOTH 
D IN_2 IN_1 


CONTROL 
UNIT 















MUTE_ 


AUDIO_ AUDIO_ 
CONTROL 


OUT+  OUT- 








STRG STRG MUTE_ AUDI AUDIO_ AUDIO_] AUDIO UNIT 
sw Sw 


V V SIGNAL IN+ IN- SHIELD | (43), (44) 
) 
(GND) (DOWN) 








stf2of27]25}2s}ar} tof t7]15]13}11] 9} 7] 5] 3) 1] w 


*: THIS CONNECTOR IS NOT SHOWN IN “HARNESS LAYOUT” OF PG SECTION. 
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Bluetooth Control Unit Harness Connector Terminal Layout 





2 | 4 | 6 | 8 [10] 12]14] 16] 18] 20] 22] 24/26] 28 [30 [32] 
4] 3] 5] 7] 9 [11/43] 15] 17] 19] 21 23) 25]27|29] 31 


Terminals and Reference Value for Bluetooth Control Unit 


Terminal 








EKSO0I9H 


LKIA0753E 


EKSoolg! 











































































































f i Condition 
ONE oot) Item ei Rplerence valle Example of symptom 
iti (Approx.) 
+ = output | [gnition Operation ie 
switch 
Battery System does not 
1 (R) Ground power Input - - Battery voltage work properly. 
ACC/ System does not 
2 (L) Ground | ACC power Input ON - Battery voltage work properly. 
ON/ System does not 
3 (LG) Ground | IGN power Input START - Battery voltage work properly. 
4 (B) = Ground - a - - - 
6 ~ Shield - - - - - 
ea dotes Bluetooth Micro- 
7 (R/W) 8(R/L) | Mic-in signal} Input - - - phone inoperative. 
(Vv) 
; 
Bluetooth control : 
. ACC/ ‘ : Audio can not be 
9 (LG) 10(V) | Audio out Output ON unit sends audio 0 head. 
signal 4 
>a 2ms 
SKIB3609E 
11(O) - Mute Output - - 5V Mute inoperative. 
Press MODE ov 
switch 
Remote ACC/ Press SEEK UP 0.75V Steering wheel audio 
12(W) | Ground | control Input ON switch control switches do 
switch 1 Press VOL UP be not function. 
switch 
Except for above 5V 
Press POWER ov 
switch 
Remote Press SEEK 0.75V Steering wheel audio 
13 (L) Ground | control Input ou / | DOWN switch control switches do 
switch 2 Press VOL a not function. 
DOWN switch 
Except for above 5V 
Remote Steering wheel audio 
14 (B) - control Input - - - control switches do 
ground not function. 
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Jenna Condition 
(Wire color) Signal Reference value 
Item input/ — (Approx.) Example of symptom 
+ = output plies Operation 
Bluetooth Bluetooth control 
15 (G) Ground | ON indica- Output - ma initialized Battery voltage Biusioot a indica: 
tor LED and paired with tor inoperative. 
phone 
Press Phone/End ov 
switch 
Audio unit ACC/ Press SEEK UP 0.75V Steering wheel audio 
17 (GR) | Ground Suen Output ON switch controls do not func- 
Press VOL UP tion. 
: 2vV 
switch 
Except for above 5V 
Press Phone/ 
Send switch OY 
Press SEEK Steeri heel audi 
‘ : ; 0.75V eering wheel audio 
18(P) | Ground ee Output roi / | DOWN switch controls do not func- 
Press VOL ov tion. 
DOWN switch 
Except for above 5V 
Audio unit Steering wheel audio 
19 (B) Ground | switch Output - - - controls do not func- 
ground tion. 
20 (B) - Cont-1 - - - - - 
21 (B) - Cont-2 - - - = - 
23 (B) - Cont-4 - - - - - 
Vehicle When vehicle 
speed sig- speed is approx. Speed sensitive vol- 
26(0) Gregg nal (8— Input ON 40 km/h (25 ume is inoperative. 
pulse) MPH) 
PKICO643E 
Bluetooth i 
29 (B) Ground | Microphone | Output = 7 5V Bide toot Meta: 
power phone inoperative. 
Bluetooth 
33 - antenna sig- | Input - _ - - 
nal 
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Bluetooth Control Unit Self-Diagnosis Function exsooied 


The Bluetooth control unit has two diagnostic checks. The first diagnostic check is performed automatically 
every ignition cycle during control unit initialization. The second diagnostic check is performed by the techni- 
cian using the steering wheel audio control switches prior to trouble diagnosis. 


BLUETOOTH CONTROL UNIT INITIALIZATION CHECKS 


e Internal control unit failure 

e Bluetooth antenna connection open or shorted 

e Steering wheel audio control switches (SEND/END) stuck closed 

e Vehicle speed pulse count 

e Bluetooth Microphone connection test (with playback to operator) 

e Bluetooth inquiry check 

SELF-DIAGNOSIS MODE 

1. Turn ignition switch to ACC or ON. 

2. Wait for the Bluetooth system to complete initialization and the Bluetooth ON indicator to stop flashing. 
This may take up to 10 seconds. 

3. Press and hold the steering wheel audio control switch SEND 


button for at least 5 seconds. The Bluetooth system will begin to 
play a verbal prompt. 


WKIA5431E 


4. While the prompt is playing, momentarily press both the steering 
wheel audio control switches SEND and END buttons simulta- 
neously. The Bluetooth system will sound a 5 second beep. 


5. While the beep is sounding, momentarily press both the steering 
wheel audio control switches SEND and END buttons simulta- 
neously again. 


6. The Bluetooth system has now entered into the diagnostic 
mode. Results of the diagnostic checks will be verbalized to the 
technician and the Bluetooth ON indicator will flash. Refer to AV- 
57, "Workflow" . 


7. If there are no failure records to report, the speed pulse count —— 
will be reported next. 

8. After the speed pulse count is reported, an interactive Bluetooth microphone test will be performed. Fol- 
low the voice prompt. If the Bluetooth microphone test fails refer to AV-57, "Workflow" . 

9. Self-diagnosis mode is complete when the voice prompt says "All diagnostic functions completed”. A short 
beep is heard. 
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Workflow Beaiioie 


Flashing Pattern 


(Bluetooth ON indicator) Palle Message pao 





Replace Bluetooth control unit. Refer to 




















: internal tallite AV-63, "BLUETOOTH CONTROL UNIT" . 
2 "Bluetooth antenna open" 1. Inspect harness connection. 
; 2. Replace Bluetooth antenna. Refer to AV- 

3 "Bluetooth antenna shorted 63. "BLUETOOTH CONTROL UNIT" 

"Phone/Send for the Hands Free Phone : ; 
4 System is stuck" Check steering wheel audio control 

- switches. Refer to AV-30, "Steering Switch 
5 Phone/End for the Hands Free Phone Check (With Bluetooth)" . 


System is stuck" 





1. Inspect harness between Bluetooth con- 
"Bluetooth Microphone test” (failed interac-| trol unit and Bluetooth microphone. 


tive test) 2. Replace Bluetooth microphone. Refer to 
AV-65, "BLUETOOTH MICROPHONE" . 











Power Supply and Ground Circuit Check for Bluetooth Control Unit ExsooIaL 
1. CHECK FUSES 


Make sure the following fuses for the Bluetooth control unit are not blown. 














Terminals 
Ignition Switch Fuse No. 
Connector Terminal 
1 All positions 27 
B121 2 ACC/ON 20 
3 ON/START 3 











OK or NG 


OK >> GO TO 2. 
NG >> If fuse is blown, be sure to eliminate cause of malfunction before installing new fuse. Refer to PG- 
4,"POWER SUPPLY ROUTING CIRCUIT". 





2. CHECK POWER SUPPLY CIRCUIT 


1. Disconnect Bluetooth control unit connector B121. 
2. Check voltage between connector terminals and ground as fol- 















































lows. DISCONNECT (h ~ (T ~~ ¢ ~ 
€ 4 | 
Terminals Ignition switch position 
(+) 
(-) OFF ACC ON 
Connector Terminal 
1 Battery Battery Battery 
voltage voltage voltage 
B121 2 Ground ov Bauely Batiety 
voltage voltage 
WKIA4389E 
3 ov ov Battery 
voltage 
OK or NG 


OK >> GO TO 3. 
NG >> Check harness for open between Bluetooth control unit and fuse. 
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3. CHECK GROUND CIRCUITS 


1. Turn ignition switch OFF. 


2. Check continuity between the following Bluetooth control unit 
terminals and ground. 















































Terminals 
Continuity 4 20 
Connector Terminal — /\21|23 
4 
20 
B121 Ground Yes 
21 
23 
OK or NG LKIAO794E 


OK >> Inspection End. 

NG >> Repair or replace harness. 
Basic Inspection of Hands-Free Phone Exso0188 
1. CHECK INDICATOR OPERATION 


1. Turn ignition switch ACC. 
2. Check that the indicator is blinking. 
OK or NG 


OK >> GOTO 2 
NG >> GO TO 3 


2. CHECK STEERING WHEEL AUDIO CONTROL SWITCH OPERATION 


1. Press the SEND switch. 
2. Check the indicator is blinking. 
OK or NG 


OK >> INSPECTION END 
NG >> Check steering wheel audio control switch circuit. 


3. CHECK BLUETOOTH INDICATOR OUTPUT VOLTAGE 


1. Disconnect Bluetooth microphone connector. 
2. Check voltage between Bluetooth microphone connector R15 


terminal 4 and ground. €) (Ki A 


4 - Ground : Approx. 12 V 


OK or NO 
OK >> Replace Bluetooth indicator. Refer to AV-65, "BLUE- 
TOOTH MICROPHONE" . 
NG >> GO TO 4. 








LKIAO774E 
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4. CHECK BLUETOOTH INDICATOR CIRCUIT 


1. Turn ignition switch OFF. 
2. Disconnect Bluetooth control unit connector B121 and Bluetooth microphone connector R15. 
3. Check continuity between Bluetooth control unit connector B121 


(A) terminal 15 and Bluetooth microphone connector R15 (B) (Ee G4 
terminal 4. HS. 


15-4 : Continuity should exist 


OK or NO 


OK >> Replace Bluetooth control unit. Refer to AV-63, "BLUE- 
TOOTH CONTROL UNIT". 
NG >> Repair or replace harness. 














LKIA0775E 


Steering Wheel Audio Control Switch Does Not Operate exsoo1s9 
1. CHECK STEERING WHEEL AUDIO CONTROL SWITCH RESISTANCE 





1. Turn ignition switch OFF. 
2. Disconnect steering wheel audio control switch connector. 

3. Check steering wheel audio control switch. Refer to AV-30, "Steering Switch Check (With Bluetooth)" . 
OK or NG 


OK >> GO TO 2. 
NG >> Replace steering wheel audio control switch. AV-46, "STEERING WHEEL AUDIO CONTROL 
SWITCHES" . 








2. CHECK AUDIO UNIT 


1. Turn ignition switch ON. 


2. Check voltage between audio unit harness connector M43 ter- 
minals 6, 16 and ground. 


Oo 





6 - Ground : Approx. 5 V 
16 - Ground : Approx. 5 V 
OK or NG 


OK >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 
NG >> GOTO 5. 





7 LKIAO776E 





3. CHECK BLUETOOTH CONTROL UNIT 


1. Turn ignition switch ON. 


2. Check voltage between Bluetooth control unit harness connec- 
tor B121 terminals 17, 18 and ground. 














17 - Ground : Approx. 5 V 
18 - Ground : Approx. 5 V 
OK or NG 


OK >> Repair or replace harness. 
NG >> Replace Bluetooth control unit. AV-63, "BLUETOOTH 
CONTROL UNIT". 
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Even under the normal condition, Bluetooth voice guidance may not occur when pressing steering wheel 


audio control switch. 


BLUETOOTH VOICE GUIDANCE IS HEARD WHEN PRESSING STEERING WHEEL AUDIO 
CONTROL SWITCH 


1. 


1. 


CHECK HARNESS BETWEEN BLUETOOTH CONTROL UNIT AND BLUETOOTH MICROPHONE 


Turn ignition switch OFF. 















































2. Disconnect Bluetooth control unit connector and Bluetooth microphone connector. 
3. Check continuity between Bluetooth control unit connector B121 
(A) and Bluetooth microphone connector R15 (B). 
Terminals 
Continuity 
Connector Terminal Connector Terminal 
6 6 
7 8 
A: B121 B: R15 Yes 
8 r; 
29 5 


Check continuity between Bluetooth control unit harness con- 

















LKIAO778E 


nector B121 and ground. 























Terminals 
Continuity 
Connector Terminal —_— 
7 
A: B121 8 Ground No 
29 
OK or NG 


OK >> GO TO 2. 
NG >> Repair harness or connector. 


2. 


CHECK BLUETOOTH MICROPHONE POWER SUPPLY 


Connect Bluetooth control unit connector and Bluetooth microphone connector. 


2. Turn ignition switch ON. 
3. Check voltage between Bluetooth microphone connector R15 ae 
terminal 5 and ground. (4 Ls "A 
5 - Ground : Approx. 5 V 
YES or NO 


YES >>GOTO3S. 
NO >> Replace Bluetooth control unit. Refer to AV-63, "BLUE- 
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TOOTH CONTROL UNIT" . 
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TELEPHONE 


3. CHECK MIC. SIGNAL 


1. Check signal between Bluetooth control unit harness connector 
B121 terminals 7 and 8. 


CT By. 


When giving a voice 


(V) 
2.5 

















oomph 
ononeo 












































PKIB5037J 
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OK or NG 
OK >> Replace Bluetooth control unit. Refer to AV-63, "BLUETOOTH CONTROL UNIT". 
NG >> Replace Bluetooth microphone. Refer to AV-65, "BLUETOOTH MICROPHONE" . 


BLUETOOTH VOICE GUIDANCE IS NOT HEARD WHEN PRESSING STEERING WHEEL AUDIO 
CONTROL SWITCH 


1 .» CHECK STEERING WHEEL AUDIO CONTROL SWITCH CIRCUIT 


Refer to AV-30, "Steering Switch Check (With Bluetooth)" . 
OK or NG 


OK >> GO TO 2. 
NG >> Replace applicable parts. 








2. CHECK BLUETOOTH VOICE SIGNAL CIRCUIT 


1. Turn ignition switch OFF. 
2. Disconnect Bluetooth control unit connector and audio unit connector. 


3. Check continuity between Bluetooth control unit harness con- 
nector B121 (A) and audio unit harness connector M44 (B). 
























































Terminals — 
Continuity 
Connector Terminal Connector Terminal 
9 31 
A: B121 10 B: M44 33 Yes 
1 27 
4. Check continuity between Bluetooth control unit harness con- 
nector B121 (A) and ground. TKIAO781E 
Terminals , 
Continuity 
Connector Terminal — 
9 
A: B121 10 Ground No 
1 











OK or NG 


OK >> GO TO 3. 
NG >> Repair harness or connector. 
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TELEPHONE 


3. CHECK MUTE SIGNAL 


1. Connect Bluetooth control unit connector and audio unit connector. 
2. Turn ignition switch ON. 


3. Check voltage between Bluetooth control unit connector B121 
terminal 11 and ground. 


jeuA 


11 - Ground : Approx. 5 V 


OK or NG 


OK >> GO TO 4. 
NG >> Replace audio unit. Refer toAV-43, "AUDIO UNIT". 
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4. CHECK BLUETOOTH VOICE SIGNAL 


1. Check signal between Bluetooth control unit harness connector 
B1i21 terminals 9 and 10. 


When giving a voice 
(V) 
1 | 


4 
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OK or NG 


OK >> Replace audio unit. Refer to AV-43, "AUDIO UNIT". 
NG >> Replace Bluetooth control unit. Refer to AV-63, "BLUETOOTH CONTROL UNIT". 
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TELEPHONE 


Removal and Installation 
BLUETOOTH CONTROL UNIT 


EKSO0I9M 


SEC. 283 


— 





LKIAO762E 





1. Bluetooth control unit bracket 2. Bluetooth control unit A. Bolt 
B. Harness clip C. Bluetooth antenna harness connector D. Bluetooth control unit connector 
E. screw <= _ Front 

. Remove luggage side lower finish (RH). Refer to El-42, "Removal and Installation" . 


Disconnect Bluetooth antenna harness clip. 

Disconnect Bluetooth antenna harness connector. 

Disconnect Bluetooth control unit harness connector. 

Remove Bluetooth control unit upper and lower bracket bolts. 

Unhook the Bluetooth control unit upper and lower brackets and remove Bluetooth control unit. 

7. Remove Bluetooth control unit bracket screws and remove the upper and lower brackets from unit. 
Installation 

Installation is in the reverse order of removal. 


SOF. Ce 
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BLUETOOTH ANTENNA 
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1. Bluetooth antenna bracket 2. Bluetooth antenna A. Bolt 
B. Screws C. Harness clips 
Removal 


1. Remove luggage side lower finisher (RH). Refer to El-42, "Removal and Installation" . 
2. Disconnect the Bluetooth harness clips. 

3. Disconnect the Bluetooth antenna connector. 
4 

5 





Remove the Bluetooth antenna bolt and remove antenna. 
Remove screws and remove bracket. 


Installation 
Installation is in the reverse order of removal. 
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BLUETOOTH MICROPHONE 
Removal 


1. Remove over-head console assembly, roof finisher. Refer to El-39, "HEADLINING" . 
2. Remove the Bluetooth microphone. 


Installation 
Installation is in the reverse order of removal. 
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